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MB931U-1VB

MB031U-1SMB

U.2 NVMe SSD to USB 3.2 Gen 2 Adapter

2.5”/M.2 SATA SSD to USB 3.2 Gen 1 Adapter

Scan the QR code for more product information
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3
操作步骤操作步驟製品の組み込み手順について

Installation Guide Installationsanleitung Guide d'Installation Guía
de instalación

MB931U-1VB
3-1  Connect the USB cable and power adapter

3-2  Install U.2 NVMe SSD to the MB931U-1VB

3-3  Turn on the device

DC 12V
Power Port

USB Type
C or A Port

OR

Note:
1.Make sure to turn off the device before install/remove the SSD.
2. 

   

The transfer speed may drop to USB 3.2 Gen 1 (5Gb/s) when 
using certain U.2 SSDs and operation systems due to the 
chipset limitation. If there's a new version of the firmware that 
enhance the transfer speed, it will be posted on the official 
website's download section.
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MB031U-1SMB
3-1  Connect the USB cable

USB Type A Port

3-2  Install 2.5” SATA drive or M.2 SATA SSD to the 
       MB031U-1SMB

2.5"
 SATA Drive 

OR

3-3  Turn on the device

For the warranty information, please visit www.icydock.com/warranty.php

Note:
1. If you install both M.2 and 2.5” hard drive simultaneously, the system
    will detect M.2 hard drive only.
2. Make sure to turn off the device before install/remove the SSD/drive.
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